PRODUCT DATA AND INSTALLATION SHEET

465-0205 No NEUTRAL

PRESENCE DETECTOR The 465-0205 presence detection switch replaces a standard single gang
light switch. It detects movement using a PIR sensor and turns the lights
on (either incandescent and fluorescent loads). An internal light sensor is
provided for additional energy saving. When an area is occupied lighting
is only switched on when the level of natural light is below a preset level.
When an area is no longer occupied the lights will switch off after an ad-
justable time out period.
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The unit comes with a manual override facility for turning lights on and off
by simply pressing the lamp symbol in the bottom right hand corner of the
front plate.

If the lights are on, using the override will turn the lights off permanently
until the override is pressed again.

If the lights are off (because of the ambient light), use the override to turn
the lights on. The lights will remain on until the occupancy period is over.

i ON/OFF AND LUX ADJUSTMENT
IRING TIME OUT THUMB WHEEL ADDITIONAL SWITCH
-

Wire the product as in the diagram.

To switch from more than one position simply wire two or more units
in parallel to achieve two way and intermediate switching.

The detector should be sited so that the occupants of the room fall
inside the detection pattern shown overleaf, at a recommended
height of 1.2m to 1.5m. Note that the higher the sensor is installed
the shorter the detection range will be.

X Avoid direct sunlight entering the sensor. CIRCUIT PROTECTION

N i ) (IF REQUIRED)
X Do not site within 1m of forced air heating LIVE IN O><0
or ventilation.
X Do not site within 1m of any lighting. NEUTRAL ®
X Do not fix to a vibrating surface. LOAD

INSTALLATION

Warning. This device works at mains potential. Be sure to take care when working with electricity.

1. Make sure the load is connected and in working order.

2. Isolate the mains supply to the circuit at the main consumer unit.

3. Connect the controller via the terminal block. Live supply to the L terminal, and the load to the LIVE OUT terminal. DO NOT SWITCH THE
MAINS SUPPLY ON YET.

4. With the controller connected set the bottom switch, position 1, to ON to power up the unit. A flashing LED should be visible through the detec-
tor lens. If it is then the internal battery is charged and you can proceed to step 6.

5. If not the battery requires charging. Change switch position 1 to OFF, ensure that the mains supply and load are connected, screw the unit to
the wall, and switch the mains supply on . The unit should be left for 24 hours to fully charge, after which go back to step 4.

6. Set the LUX level thumbwheel fully clockwise, set the time out period required using the switches according to the chart below. Do this by

moving switch positions 2, 3 & 4 only.
5 Minutes 10 Minutes 15 Minutes 20 Minutes 30 Minutes 40 Minutes 50 Minutes 60 Minutes

7. Screw the unit to the wall and switch the mains supply back on at the distribution board. The LED behind the detector lens should stop flashing
after a few seconds. If it continues to flash there is either no load on the circuit, a problem with the wiring, or the light fitting needs a power
factor correction capacitor (see specification overleaf). Fix the problem, turn off switch 1 and start from step 4.

8. After approximately 5 seconds from power up the load will turn on and for the first 10 minutes of operating the controller has a fixed time
out period of 10 seconds to aid setting the LUX level. After 10 minutes the time out reverts to the set value.
9. To set the LUX level wait until the level of natural daylight is just enough that lighting is required. Starting with the LUX thumbwheel fully anti-

clockwise. Very slowly turn the thumbwheel clockwise until the lights come on. It is important that this is done during the first 10 minutes of
power up. If you miss this then move switch 1 to OFF and then back to ON. Note that when the LUX thumbwheel is fully clockwise then the
lights will always come on with occupancy.

See over for installing multiple sensors
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