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490-201 AND 279-8484 MULTI-RANGETIME DELAY SWITCHES 

These time delay switches are designed to provide timed control of lighting, heating or ventilation loads.  Using push button or  touch (light press 
required), the user can switch on a load for a preset time period and have the load turn off automatically after the time period has elapsed.  
 
Multiple timing ranges come as standard to allow the time out period to be set accurately. Time setting is achieved using switches and a thumb-
wheel at the rear of the unit. 
 
Several modes of operation are selectable using switches: 

x�On/off: triggering the timer will turn on the load and start the timing. Triggering the timer again during timing will immediately turn off the load 
and stop the timing. 

x�Resetting: triggering the timer will turn on the load and start the timing. Triggering the timer again during timing will re-start the timing period. 
When using an external trigger In this mode, the timer will not start until the trigger is removed making it ideal for pump or fan overrun applica-
tions. 

x�Non-resetting: triggering the timer will turn on the load and start the timing. Triggering the timer again during timing will have no affect. 
 
 

DESCRIPTION AND OPERATION 

WIRING 
Wire the timers as in diagram 1. Connection to the TRIG terminal is optional. 
 
Applying a live to the trigger terminal will start the timer running. A momentary switch can be used, for example, in corridor lighting applications. A 
permanent input can be used, for example, in pump overrun applications. 
 
To switch from more than one position simply wire two or more units in parallel to achieve two way and intermediate switching, or use the trig-
ger terminal with a slave switch. 
 
For lighting applications that call for the replacement of a three wire switching system follow diagram 2. 
 
When installing touch switches do not fix to a vibrating or uneven surface.  

490-201 
Push button activation with 
optional external trigger 

279-8484 
Touch activation with optional 
external trigger 

Diagram 1 Standard Wiring Diagram 2 Wiring for three wire switching 
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